
 
 
 
Product: X03363-005                          
Customer:   Acrylife 
Date: 2/27/13  
Supersedes:  New 
Originator: Brian Scherber  
Customer Approval________________ 
        Supercedes 03/08/00 

Information contained within is considered confidential and is intended solely for the use 
of the recipient; it is not to be disclosed to any third party without prior approval from 
Conwed Global Netting Solutions. 

 
 
Item Specified Value Test Method 
Average Weight  
(lb/1000 sq ft)  

40 +/- 5.0 Conwed Test Method 
MAW82002 

Average Strand Count 
(strands/1”) 

MD: 3 +/- .5 
TD:  6 +/- .5 

Conwed Test Method 
MRW82001 

Joint Thickness .073” Target 
 

Conwed Test Method 
MW82001 

TD Thickness .018” Target Conwed Test Method 
MW82003 

Roll Width  10” +/- 0.5” Conwed Test Method 
MRW82025 

Nominal Roll Length 500’  
Nominal Roll Weight 18 lbs  
Packaging Core ID: 8”  

Wall Thickness: 0.375”. 
Rolls are sleeve wrapped in poly. 
Unitized 12 per plt, stacked on 
end, overwrapped with stretch 
film to secure to the pallet. 

 

Resin / Color PP / Orange  
Visual characteristics-  
 

Roll edges may contain some MD 
stringers caused by strand cut-
over in the slitting process. 
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